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S1000 / S1200 

MPPT  (99.5%) 

ROI

SafeDCTM

Sense Connect

BoS

2

50

2

O&M

25 



S1000 / S1200 

S1000 S1200 

(1) 1000 1200 W 

( Voc) 125 Vdc 

MPPT 12.5 105 Vdc 

(Isc) 15 Adc 

99.5 % 

98.8 % 

II 

18 20 Adc 

80 Vdc 

1±0.1 Vdc 

EMC FCC Part 15 IEC 61000-6-2 IEC 61000-6-3 - Class B EN 55011 

IEC62109-1 II

UL94 V-0 UV

RoHS 

VDE-AR-E 2100-712:2013-05 

1000 Vdc 

 (  x  x ) 129 x 165 x 52 129 x 165 x 59 mm 

 ( ) 1064 1106 g 

MC4(2) 

0.1 

1.3 (3) 

0.1 

1.6 (3) 
m 

MC4 

 (+) 4.7 (-) 0.10   (+) 5.3 (-) 0.10  m 

(4) -40 +85 ˚C 

NEMA6P / IP68 

0 100 % 

(1) STC +5%

(2) 

(3)  (1.3m 1.6m) S Sense Connect

(4) +65°C

S1000 S1200 

* 

https://kb.solaredge.com/wp-content/uploads/Support/Japan/se-temperature-de-rating-application-note-JP.pdf
https://knowledge-center.solaredge.com/sites/kc/files/se-power-optimizer-clearance-application-note-jp.pdf


S1000 

PV (1)(2)(3)(4)(5)(6)
SE5500H-JPJ/AC-S SE17.5K-JPI SE25K-JPI/JPI3 SE25K-JPI6 

SE33.3K-JPI4/JPI8/ 

SE100K-JPI4* 

7 10 14 14 15 

PV 13 19 27 27 29 

25 30 30 30 30 

PV 50 60 60 60 60 

6,840 8,820 12,780 13,500 15,300 

W 
(4) 13,750 

1  – 

10,020 

1  – 

15,030 

1  – 

15,750 

1 2  – 

17,550 

2  – 

11,420 

2  – 

17,780 

2  – 

18,500 

3  – 

20,300 

5

* 

(1) S1000 S1200 P

(2) 1 PV

1) PV ( 1:1 )

2) 1 PV

(3) STC 11kW

(4) STC

(5) 10kWac

(6)  SE5500H AC-S 2021 42 SE5500H-JPJ

S1200 

PV (7)(8)(9)(10)(11)(12)

SE5500H-JPJ/AC-S SE17.5K-JPI SE25K-JPI/JPI3* SE25K-JPI6 
SE33.3K-JPI4/JPI8/ 

SE100K-JPI4* 

7 10 14 14 15 

PV 13 19 27 27 29 

25 30 30 30 30 

PV 50 60 60 50 60 

7,600 9,800 14,200 15,000 17,000 

W 
(10) 13,750 

1  – 

11,000 

1  – 

16,450 

1  – 

17,250 

1  – 

19,250 

2  – 

13,000 

2  – 

19,200 

2  – 

20,000 

2  – 

23,000 

5

* 

(7) S1200

(8) 1 PV

1) PV ( 1:1 )

2) 1 PV

(9) STC 11kW

(10) STC

(11) 10kWac

(12) SE5500H AC-S 2021 42 SE5500H-JPJ

https://knowledge-center.solaredge.com/sites/kc/files/se-power-optimizers-inter-compatibility-application-note-JP.pdf


solaredge.jp 

 (PV) 
DC

PV

PV EV UPS

@SolarEdgePV 

@SolarEdgePV 

SolarEdgePV 

www.solaredge.com/ja/corporate/contact 

solaredge.com 

© SolarEdge Technologies, Ltd. 

SOLAREDGE SolarEdge OPTIMIZED BY 

SOLAREDGE SolarEdge Technologies, Inc.

2023 5

24 DS-000122-ROW 


