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S1400 

 

 MPPT (99.5%)

 

ROI  

 G12(210mm )

700W 20A  

 

 

 SafeDCTM

 

 Sense Connect

 

 

 1 30.4kW

2  

 

 

  

 

 

 2  
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S1400 

 S1400  

 
(1) 1400 W 

( Voc) 125 Vdc 

MPPT  12.5 – 105 Vdc 

 (Isc) (2) 20 Adc 

 99.5 % 

 98.8 % 

 II  

 

 24 Adc 

 80 Vdc 

 

 1 ± 0.1 Vdc 

 

EMC FCC Part 15 IEC 61000-6-2 IEC 61000-6-3 - Class B EN 55011  

 IEC62109-1 II   

 UL94 V-0 UV   

RoHS   

 VDE-AR-E 2100-712:2013-05  

 

   

 1000 Vdc 

 (  x  x ) 129 x 165 x 52 mm  

 ( ) 1087 g 

 MC4(3)  

 
0.1 

: 1.8(4) 
m 

 MC4  

 (+) 5.7 (-) 0.10 m 

(5) -40 +85 ˚C 

 NEMA6P / IP68  

 0 – 100 % 

(1) STC +5%  

(2) STC (  0%)  

 -   

(3)  

(4)  (1.8m) Sense Connect  

(5)  +65°C  

S1400  

 

*  

 -   

https://knowledge-center.solaredge.com/sites/kc/files/compatibility_of_bi_facial_modules_with_SE_optimizers_jp.pdf
https://knowledge-center.solaredge.com/sites/kc/files/se-power-optimizer-clearance-application-note-jp.pdf
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S1400 

*  

(6) S1400   

(7) 1 1  

1) 1  ( 1:1 )  

2) 1 1 1  ( 2 )  

(8) STC 11kW  

(9) STC  

(10) 10kWac  

(11) SE5500H AC-S 2021 42 SE5500H-JPJ  

PV (6)(7)(8)(9)(10)(11) 
SE5500H-JPJ/AC-S 

SE17.5K-JPI/ 

SE50K-JPI2* 
SE25K-JPI/JPI3 SE25K-JPI6 

SE33.3K-JPI4/JPI8/ 

SE100K-JPI4* 

 

 
 7 10 14 14 15  

 13 19 27 27 29  

 
 25 30 30 30 30  

 50 60 60 60 60  

 9120 11,760 17,040 18,000 20,400 

W 
(9) 13,750 

1  – 

12,960 

1  – 

19,290 

1  – 

20,250 

1  – 

22,650 

2  – 

17,760 

2  

 – 27,040 

2  

 – 28,000 

2  – 

30,400 
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