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SE50K-JPI2 

2

 ( 3

1

PID

*

 (RS485 Type 2 DC SPD

Type 2 AC SPD) 

*DC AC SPD



SE50K-JPI2 

 ( ) SE50K-JPI2 

(1) 52,650 W 

(1) 52,650 VA 

 – ( ) 210 Vac 

 – ( ) 189 – 231 Vac 

50/60 ± 5% Hz 

( ) 145 Aac 

3W + PE 

≤ 3 % 

+/-0.8 1 

( ) 

/
118,462 / 39,487 W 

 DC+  DC- 600 Vdc 

 DC+  DC- 490 Vdc 

3 x 48.25 Adc 

97 % 

96.8 % 

< 12 W 

(2) 2 x RS485 Wi-Fi

Wi-Fi

SetApp

 (UL 1699B ) 

PID

RS485 (  1+2) II

DC II

AC II

IEC 62109 

(3) JEAC 9701:2019 JEM 1505 

IEC 61000-6-2 IEC 61000-6-3 Class A IEC 61000-3-11 IEC 61000-3-12 

RoHS 

(1) RCD 500mA 200% (35,100W) 300mA

(2)  Web 

(3) 

https://www.solaredge.com/ja/products/communication
https://knowledge-center.solaredge.com/ja
https://knowledge-center.solaredge.com/ja


SE50K-JPI2 

 ( ) SE50K-JPI2 

3 

 / PE 

( ) 
 120 / 70 mm2  30-50 / 12-20 mm 

 / (4) 12 / 4 MC4

H x W x D
558 x 328 x 273 

360 x 560 x 295 
mm 

32 

18 
kg 

-40 +60(5) ˚C 

( ) 

< 67 dBA 

IP65 - 

(4) Staubli MC4

(5) 

https://knowledge-center.solaredge.com/sites/kc/files/se-temperature-de-rating-application-note-JP.pdf
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